
T-A PRO® SOLUTIONS 
drill and chamfer holders

Allied Machine offers a wide range of drilling, 
boring, reaming, burnishing, and threading 
tools to lower your cost per hole.

www.alliedmachine.com

Eliminate need for 
secondary operations.

Large range of diameters 
with a single holder.

Targeted around
standard thread sizes.
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|  A HIGH PENETRATION DRILLING SOLUTIONT-A PRO ®

Allied Machine offers expert engineering support. Whether you need a quote, a test, or an 
application solution, a highly skilled and trained engineer is standing by, ready to help.
www.alliedmachine.com/contactus
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DRILL/CHAMFER HOLDERS
•	 Ø: 0.3739" –1.8820" (9.50 mm – 47.80 mm).

•	 Provides a 0.040" (1.0 mm) x 45° (minimum) 
chamfer for various thread specifications.

•	 Chamfer/edge break the top of the hole to 
reduce secondary deburring.

•	 Flute length of the tool being a minimum 2xD 
offers ability to pre-drill for extended length 
holders from 10xD to 15xD.

CHAMFER SOLUTIONS MADE EASY.
Preselected diameters for standard thread sizes offer easy user selection.

Thread size charts available for:
UN | ISO | NPT | BS | BSP

1 Select your thread size from the selection guide.

Select insert ISO geometry based on material.2

Select shank designation.3

Specify chamfer size and calculate step length and Z-depth.4

# - Denotes insert ISO code (P (steel), K (cast iron), N (nonferrous), 
      M (stainless steel), X (high-speed steel substrate)).

1 2 3

HTA Z A C45 - 075 F

1. Holder 2. Series 3. Body Diameter 4. Chamfer 5. Shank Diameter 6. Shank Style
HTA = T-A Pro holder Y A C45 = Drill/Chamfer Imperial (inch) Metric (mm) F = Flanged with flat

Z C 075 = 3/4" 20 = 20 mm FM = Flanged metric with flat
0 100 = 1" 25 = 25 mm C = Cylindrical (no flat)
1 125 = 1-1/4" 32 = 32 mm CM = Cylindrical metric (no flat)
2 150 = 1-1/2" 40 = 40 mm
3

product nomenclature


